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A. INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE WITH BREAKAWAY — VEHTCLES SToN

BASE, COUNTDOWN PEDESTRIAN SIGNAL HEADS. AUDIBLE/TACTILE PEDESTRIAN PUSHBUTTON {ePHALT BIKE/WALKING PATH
INSTALUED WITH_VIBRATING ARROW POINTING RIGHT AND R10-3(1) SIGN. (SIGN TOQ READ / | _
PUSH BUTTON TO CROSS RACE TRACK ROAD™). (INSTALL 1-3 IN. SCHEDULE 80. 90 DEGREE '
PVC ELECTRICAL CONDUIT BEND IN PEDESTAL BASE). | TELEPHONE 16'- 5" GENERAL NOTES
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C. INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE (CUT TO 5 FT.) WITH  |TELEPHONE 22-27 AS SPECIFIED IN MD 816.03, WD 818.01. MD 818.92. MD 818,04 AND FIG. 4E—-2 AND THE NCHRP PUBLICATION. ~ACCESSIBLE
MODIF IED BREAKAWAY BASE STANDARD NO. MD 801.01-01, AUDIBLE/TACTILE PEDESTRIAN FIBER 25'- 3" THE _CONTRACTOR SHALL VERIFY ULTIMATE GRADES PRIOR TOU THE PEDESTRIAN SIGNALS: GUIDE TO BEST PRACTICE". LF "NOT
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D. INSTALL CONCRETE FOUNDATION WITH 10 FT. STEEL PEDESTAL POLE (CUT TO 5 FT.) WITH SHOULD ARISE THE CONTRACTOR SHALL CONTACT THE PROJECT ENGINEER.  10.ALL SIDEWALK RAMPS SHALL BE INSTALLED AS PER STANDARDS
MOD IF IED BREAKAWAY BASE STANDARD NO. MD 801.01-01, AUDIBLE/TACTILE PEDESTRIAN 3. THE CONTRACTOR SHALL VERIFY ALL PROPOSED POLE LOCATIONS PRIOR MD 655.11 AND MD 655.12.
PUSHBUTTON INSTALLED WITH VIBRATING ARROW POINTING RIGHT AND R10-3(1) SIGN. TO INSTALLATION. | 11.REFER TO SHEET 2 FOR DIMENSIONS OF SIGNAL EQUIPMENT
SIGN TO READ "PUSH BUTTON TO CROSS ANNAPOLIS ROAD”). C(INSTALL 1-3 IN. SCHEDULE 80, 4. ALL EXISTING TRAFFIC SIGNAL EQUIPMENT REMOVED SHALL BECOME THE AND PAVEMENT MARKINGS WITHIN INTERSECTION.
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